CHECKLIST FOR VT PROCEDURE
NAVSHIPS 0900-000-1000 (1967) & PPD 802-6337597
Structure Completed Welds

 (
USAGE NOTE:
C
hoose YES or NO. 
A
n “R” added beside the checkbox identif
ies
 information that is required to be
 
included in procedure.  Make sure this information gets added to the procedure prior to submittal for approval.  
)
[bookmark: Text1]Company:        
[bookmark: Text2]Procedure:       
[bookmark: Text3]Revision:          	

	“MINIMUM” (SHALL) ATTRIBUTES REQUIRED

	Has the subject information been included in the procedure?
	SUBJECT
	TECH PUB/SPEC
Para.


	YES
	NO
	
	

	[bookmark: Check1]|_|R
	[bookmark: Check2]|_|
	Types of welds or surfaces to be inspected.
	TP271, 8.3.(a)

	|_|R
	|_|
	Procedure certification statement signed by the Level III Examiner.
	TP271, 1.7.1

	|_|R
	|_|
	Level III Examiner’s approval/signature of procedure.
	TP271, 1.7.3

	|_|R
	|_|
	VT personnel certification and responsibility requirements.
	TP271, 1.6

	|_|R
	|_|
	Lighting requirements.
	TP271, 8.3.(e) & 8.7

	|_|R
	|_|
	Time of Inspection.
	TP271, 1.4 

	|_|R
	|_|
	Surface preparation and finish.
	TP271, 8.3.1 &
NAVS 1000, 8.3.2 

	|_|R
	|_|
	Measuring devices.
	TP271, 8.3.(b) & 8.6

	|_|R
	|_|
	Reference Standards, Visual Aids, or Working Standards.
	TP271, 8.2 & 8.3.(c)

	|_|R
	|_|
	List of VT Inspection Attributes.
	TP217, 8.3.(d)

	|_|R
	|_|
	Acceptance criteria.
	TP271, 8.3.(f) & 
NAVS 1000, 8.3.3, 14.3, 14.4, 14.7 

	|_|R
	|_|
	Inspection record requirements.
	TP271, 8.3.(g)

	
ATTRIBUTES THAT “SHOULD” BE IN PROCEDURE

	YES
	NO
	
	

	|_|
	|_|
	Weld Inspection Zone
	

	|_|
	|_|
	Magnification
	

	|_|
	|_|
	Inspectors’ eye should be within 24 inches and at an angle of at least 30 degrees to the surface to be inspected..
	ASME Section V, Article 9, T-952

	|_|
	|_|
	Mirrors may be used to improve the angle of vision.
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This checklist was developed to help NNS suppliers achieve FTQ software submittals.  It’s not the intention of this checklist to be all inclusive, and you need to ensure all invoked P.O. requirements and specifications are met.  The checklist is a list of frequently missed items by suppliers, and this is our attempt to identify these items to eliminate the costly rework and delays.  We suggest you incorporate this checklist with your internal processes to be more efficient.
